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(57) ABSTRACT

An image-based detecting system for traffic parameters first
sets a range of a vehicle lane for monitoring control, and sets
an entry detection window and an exit detection window in
the vehicle lane. When the entry detection window detects an
event of a vehicle passing by using the image information
captured at the entry detection window, a plurality of feature
points are detected in the entry detection window, and will be
tracked hereafter. Then, the feature points belonging to the
same vehicle are grouped to obtain at least a location tracking
result of single vehicle. When the tracked single vehicle
moves to the exit detection window, according to the location
tracking result and the time correlation through estimating the
information captured at the entry detection window and the
exit detection window, at least a traffic parameter is estimated.
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1
IMAGE BASED DETECTING SYSTEM AND
METHOD FOR TRAFFIC PARAMETERS AND
COMPUTER PROGRAM PRODUCT
THEREOF

TECHNICAL FIELD

The disclosure generally relates to an image-based detect-
ing system and method for traffic parameters and computer
program product thereof.

BACKGROUND

Real-time traffic information detection may provide the
latest information on the traffic jam, traffic accident, esti-
mated delay and alternative detour to the drivers, and assists
the drivers to reset a new route and to estimate the arrival time
through detected and estimated traffic information when a
traffic jam occurs. Take a vehicle as an example. The traffic
parameters, such as, (1) traffic flow density (congestion situ-
ation) and vehicle counts can be used to monitor the traffic
condition on the section of a road or at intersection, (2)
stalling time, queue length and average speed can be used to
optimize the traffic light timing control, (3) single vehicle
speed, lane change and safety distance can be used to warn
rule-violating drivers, and (4) temporary parking event can be
used to fast evacuate the jam caused by accidents.

In comparison with electromagnetic induction circles,
radar speed detection guns and infra-red sensor, the photog-
raphy-based camera detector has the advantages of obtaining
a variety of information and detecting a plurality of lanes
simultaneously. The vision-based traffic parameter detection
techniques may be categorized as detection methods based on
background subtraction and based on virtual wires. The back-
ground subtraction based detection method is shown as the
exemplar in FIG. 1. Through image calibration technique,
region of interest (ROI) calibration 120 is performed on
inputted image frame 110, and background subtraction 130 is
performed through background subtraction or frame differ-
ence method to detect the moving object. Then, the object
tracking technique is used to perform object tracking 140,
such as, tracking a vehicle. Finally, traffic parameter estima-
tion 150 is performed, such as, vehicle count or speed esti-
mation.

For the prior arts on background subtraction based detec-
tion methods, such as some methods to detect the edges of the
captured digital image and learn the edges to capture the part
of moving object for shadow removal and labeling connected
elements, and then to perform region merge and vehicle track-
ing to obtain the traffic parameters. Some methods use back-
ground subtraction to generate the difference image repre-
senting moving object, divide the moving object into a
plurality of regions, and analyze the validity and invalidity of
the regions in order to eliminate the invalid regions and clus-
ter valid regions for moving object tracking. Some methods
use the difference between the current image and the back-
ground image to detect foreground object, use shadow
removal and labeling connected elements to obtain a single
vehicle object, and then use color information as object
related rule for vehicle tracking. Some methods use two cam-
eras to obtain the signal correlation and treat the displacement
at the maximum correlation as the vehicle moving time.

FIG. 2 shows an exemplary schematic view of the virtual
wire based detection method. Virtual wires 210, such as,
detection window or detection line, are set on the image, and
triggering conditions are set to determine whether vehicles
have passed the virtual detection window, for example,
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2

detecting the vehicle entry event 220 and detecting the cor-
relation 230 of entry and exit detection window, for the ref-
erence of estimating the traffic parameters, such as, vehicle
count or traffic flow density. FIG. 3 shows an exemplary
schematic view of setting virtual wires on an image 310,
where two virtual wires, i.e., detection windows 332, 334, are
set on vehicle lane 340. The temporal correlation between the
entry and exit detection windows 332, 334 on the cross-
sectional axis 350 of the image may be used to estimate the
average speed on vehicle lane 340. In comparison with the
background subtraction method, the detection methods based
on virtual wires are able to obtain more stable vehicle detec-
tion. However, this type of detection methods do not track
object, such as, single vehicle speed estimation, lane change
and safety distance.

Among the conventional prior arts of virtual wire-based
detection methods, some methods analyze the roads from a
bird-eye’s view map, register the front and rear features of the
vehicle as the template, and use pattern-matching to track the
vehicle when updating the template to improve the accuracy
of traffic flow detection. Some methods set detection win-
dows as the vehicle passing event detection and take the
day/night situation into account, such as, edge features of the
image is used for day and headlight detection is used for the
night. Some methods compute the logarithmic gray-scale
spectrum of the ROI of each lane in the captured image, and
compute the difference with the reference logarithmic gray-
scale spectrum at the high frequency to identify whether
vehicles are present at the ROI on vehicle lane to compute the
traffic flow.

The contemporary traffic parameter detection technologies
usually suffer high cost of installation and maintenance, a
large amount of computation, difficulty in vehicle detection
caused by environmental light, shadow or unsteady camera,
or difficulty in vehicle tracking due to the incapability to
precisely determine a region of a single car. Therefore, the
traffic parameter detection mechanism must be capable of
tracking a single object, improve the precision of object
counting and tracking, and improve the stability of traffic
parameter estimation through object tracking so as to extract
a variety of traffic parameters for the real-time application of
traffic surveillance.

SUMMARY

The exemplary embodiments of the disclosure may pro-
vide an image-based detecting system and method for traffic
parameters and computer program product thereof.

A disclosed exemplary embodiment relates to an image-
based detecting system for traffic parameters. The system
uses a vehicle lane region of interest (ROI) setting module to
set a range on a vehicle lane for surveillance, and set an entry
detection window and an exit detection window on this
vehicle lane. When a vehicle passes an entry detection win-
dow, an event detection module uses the captured entry win-
dow image to detect the vehicle passing event, and a feature
point detecting and tracking module performs feature detec-
tion in the entry detection window and performs feature track-
ing along the time. Then, a feature grouping module groups a
plurality of feature points of'a vehicle into a group and obtains
atleast a location tracking result of a single vehicle. When the
tracked at least a single vehicle moves to the exit detection
window, a traffic parameter estimation module estimates at
least a traffic parameter according to the vehicle location
tracking result and through estimating the temporal correla-
tion of the information captured between the entry detection
window and the exit detection window.
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Another disclosed exemplary embodiment relates to an
image-based detecting method for traffic parameters. The
method comprises: setting a range on a vehicle lane for sur-
veillance, and setting an entry detection window and an exit
detection window in the vehicle lane; detecting whether an
event of a vehicle passing occurs by using the image infor-
mation captured at the entry detection window; when an event
of a vehicle passing being detected, a plurality of feature
points being detected in the entry detection window, and the
plurality of feature points being tracked along the time here-
after; then, the feature points belonging to the same vehicle
being grouped to obtain at least a location tracking result of a
single vehicle; and when the tracked single vehicle moving to
the exit detection window, at least a traffic parameter being
estimated according to the location tracking result and the
temporal correlation through estimating the information cap-
tured at the entry detection window and the exit detection
window.

Yet another disclosed exemplary embodiment relates to a
computer program product of an image-based detecting for
traffic parameters. The computer program product comprises
a memory and an executable computer program stored in the
memory. The computer program is executed by a processor to
perform: setting a range on a vehicle lane for surveillance, and
setting an entry detection window and an exit detection win-
dow in the vehicle lane; detecting whether an event of a
vehicle passing occurs by using the image information cap-
tured at the entry detection window; when an event of a
vehicle passing being detected, a plurality of feature points
being detected in the entry detection window, and the plural-
ity of feature points being tracked along the time hereafter;
then, the feature points belonging to the same vehicle being
grouped to obtain at least a location tracking result of a single
vehicle; and when the tracked single vehicle moving to the
exit detection window, at least a traffic parameter being esti-
mated according to the location tracking result and the tem-
poral correlation through estimating the information captured
at the entry detection window and the exit detection window.

The foregoing and other features, aspects and advantages
of the exemplary embodiments will become better under-
stood from a careful reading of a detailed description pro-
vided herein below with appropriate reference to the accom-
panying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows an exemplary schematic view of a detecting
technique based on background subtraction.

FIG. 2 shows an exemplary schematic view of a detecting
technique based on virtual wires.

FIG. 3 shows an exemplary schematic view of setting a
virtual wire on an image frame.

FIG. 4 shows an exemplary schematic view of an image-
based detecting system for traffic parameters, consistent with
certain disclosed embodiments.

FIGS. 5A-5C show an exemplary schematic view of
vehicle lane, ROI setting module selecting detection win-
dows, and ROI calibration, consistent with certain disclosed
embodiments.

FIG. 6 shows an exemplary schematic view of vehicle
passing event detection module that uses a two-level SVM
classifier to classify the image obtained by detection window
into vehicle, shadow and road, consistent with certain dis-
closed embodiments.

FIGS. 7A-7B show an exemplary schematic view of an
actual vehicle passing event detection, consistent with certain
disclosed embodiments
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FIGS. 8A-8C show an exemplary schematic view of the
three scenarios of the rectangular area moving in an image,
consistent with certain disclosed embodiments.

FIGS. 9A-9B show an exemplary schematic view of per-
forming feature point detection at the entry detection window,
consistent with certain disclosed embodiments.

FIG. 10 shows an exemplary schematic view of tracking
the locations of all the detected feature points in a plurality of
temporal successive image frames, consistent with certain
disclosed embodiments.

FIG. 11 shows an exemplary schematic view of a hierar-
chical feature point grouping architecture, consistent with
certain disclosed embodiments.

FIGS. 12A-12B show an exemplary schematic view of
group-level rejection, consistent with certain disclosed
embodiments.

FIG. 13 shows an exemplary schematic view of trajectories
of two groups, consistent with certain disclosed embodi-
ments.

FIGS. 14A-14B show an exemplary schematic view of
foreground rate computation, consistent with certain dis-
closed embodiments.

FIGS. 15A-15B show an exemplary schematic view of
average traffic time estimation method, consistent with cer-
tain disclosed embodiments.

FIG. 16 shows a comparison result of two average traffic
time estimation methods tested on a smooth traffic video,
consistent with certain disclosed embodiments.

FIG. 17 shows an exemplary flowchart of an image-based
detecting method for traffic parameters, consistent with cer-
tain disclosed embodiments.

FIG. 18 shows an exemplary schematic view of a computer
program product of an image-based detection for traffic
parameters and application scenario, consistent with certain
disclosed embodiments.

DETAILED DESCRIPTION OF THE
EXEMPLARY EMBODIMENTS

The exemplary embodiments provide an image-based
detecting technique for traffic parameters. The traffic param-
eter detecting technique is based on the virtual wire detection
method, and adopting a layered grouping technique for fea-
ture points to improve the accuracy of counting and tracking
of'vehicles and endows with the capability of tracking a single
vehicle. In addition, the exemplary embodiments uses the
vehicle tracking result to improve the stability of traffic
parameter estimation, such as, average speed, of the temporal
correlation analysis on entering and exiting detection win-
dows. The following uses vehicles as exemplar to describe the
exemplary embodiment for traffic parameter detection.

When an event for vehicle passing occurs, the exemplary
embodiments perform detection of a plurality of feature
points in the region of the entry detection window, and tracks
the these feature points in the subsequent images. By estimat-
ing the maximum temporal correlation of the information
captured at entry and exit points, the exemplary embodiments
may estimate the traffic parameters of the vehicle lane.

FIG. 4 shows an exemplary schematic view of an image-
based detecting system for traffic parameters, consistent with
certain disclosed embodiments. In FIG. 4, image-based
detecting system 400 for traffic parameters comprises a
vehicle lane and region of interest (ROI) setting module 410,
avehicle passing event detection module 420, a feature detec-
tion and tracking module 430, a feature grouping module 440
and a traffic parameter estimation module 450.
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Traffic parameter detecting system 400 first uses vehicle
lane and ROI setting module 410 to perform ROI vehicle lane
range setting and ROI calibration, including setting a range on
avehicle lane in an image for surveillance, setting a detection
window on the entry point and the exit point of the lane
respectively, called entry detection window and exit detection
window, and performing ROI calibration on a captured image
412. Traffic parameter detecting system 400 may use or
include an image capturing device to continuously capture a
plurality of aforementioned images of vehicle lanes. In gen-
eral, the image capturing device for traffic surveillance, such
as, camera, is placed at a higher position to capture image at
a depression angle. By using the image information captured
at the entry detection window, when vehicle passing event
detection module 420 detects an occurrence of vehicle pass-
ing event, feature detection and tracking module 430 per-
forms detection of a plurality of feature points in the region of
the entry detection windows and tracks the feature points
along the time, such as, via optical flow tracking technology.
Then, feature grouping module 440 groups the feature points
belonging to the same vehicle and obtains at least a location
tracking result of a single vehicle, such as, via layered group-
ing technology of feature points, to track the trajectory of a
single vehicle. When a tracked single vehicle moves to the
exit detection window, traffic parameter estimation module
450 feeds back the vehicle tracking result information to the
exit detection window of the vehicle lane. Then, the temporal
correlation of the information captured at the entry detection
window and the exit detection window is analyzed to estimate
at least a traffic parameter 452, such as, the average speed of
the vehicles in a single lane.

FIGS. 5A-5C further show an exemplary schematic view
of vehicle lane, ROI setting module selecting detection win-
dows, and ROI calibration, consistent with certain disclosed
embodiments. FIG. 5A is an exemplary vehicle lane image
510 captured by an image capturing device at an angle of
depression. Traffic parameter detecting system 400 sets a
range of the vehicle lane to be monitored on image 510, such
as, ROI 512 to indicate the range, where the vehicle lane
covered by ROI 512 may be one or more lanes. The length of
the vehicle lane within ROI 512 is used as the basis for
computing the vehicle speed.

Take the current traffic regulation in Taiwan as example.
Lane width 514 is 3.75 m in general, lane division line 516 is
usually 4 m, and the part of dash line is 6 m. If the image does
not show clear lane marking, the field measurement can pro-
vide such information. Then, the four vertexes of ROI 512
may be used in homograph transformation to obtain the ver-
tical bird’s eye view image 522 of ROI 512, as shown in FIG.
5B. After ROI512 calibration, a detection window is set at the
entry point and the exit point of each lane, shown as the square
detection windows 531-534 of FIG. 5C. The length of the
detection window is equal to the lane width, and the detection
window is used as the basis for subsequent detection of
vehicle passing event.

As shown in FIG. 6, vehicle passing event detection mod-
ule 420 extracts five statistically significant features from
image template 610 obtained from the entry detection win-
dow at every time point, marked as 620. Then, a support
vector machine (SVM) classifier 630 classifies the image
plate into three classes: vehicle, shadow and road. SVM clas-
sifier 630 at least includes two levels. The five statistically
significant features include at least three features based on
gray scale and at least two features based on edges. The three
features based on gray scale are standard deviation (STD),
2-STD and entropy. The two features based on edges are
gradient magnitude (GM) and edge response.
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Vehicle passing event detection module 420 may also
include an SVM classifier 630. SVM classifier 630 at least
includes a first level SVM and a second level SVM. The first
level SVM may classify image template 610 as road and
non-road. Those image templatees classified by the first level
SVM as non-road class are further classified by the second
level SVM as vehicle or shadow. Two-leveled SVM classifier
630 may be designed via manually classifying the massive
collection of sample image plates into vehicle, shadow and
road and then inputting the labeled training samples to the
two-level SVM classifier, that is, by using the extracted two
types of features, i.e., gray scale-based and edge-based, to
train the first level SVM classifier and the second level SVM
classifier.

Through the gray scale-based features, the image plates
obtained by the detection window can be classified into color
vehicle and road. The three gray scale-based features are
defined as follows:

2 (D&, y)—p)
(x,y)eR

Standard deviation STD = N
where R is the detection window region, N is the total number
of'pixels within detection window region R, D(x,y) is the gray
scale of pixel (x,y) and 1 is the average gray scale of the pixels
within detection window region R.

Before computing the second type STD (2-STD),
K-Means is used to differentiate detection window region
into R, and R, with the gray scale as the feature. Then, the
following equation is used to compute the 2-STD:

D, -+ 2
()R,

1
2-STD= |—
\/ N ((x,y)zekl
where 1, and 1, are the average gray scale valuesof R, and R,
respectively.
The entropy is defined as follows:

(D(x, y) - ﬂz)z)

-1

E==-Y" plilog,p(i)

i=0

where L is the maximum of the gray scale display range of the
region, iis each gray scale value within that region and p(i) is
the probability of gray scale i

The features based on edge may be used to reduce the
impact of the light and shadow. The two edge-based features,
i.e., average GM and edge response (ES), are defined as
follows:

> W 02 + 0, 907 )

(. yER
GM =

N

where D, and D, are the differential of pixel D(x,y) in the x
and y direction respectively.

Before computing ES, an edge test is performed on the
image. Assume that N is the number of the pixels determined
to be edge by the edge test. ES is computed as:

ES=N/N.

The present disclosure inputs around 10,000 training
samples to SVM classifier 630, where 96.81% classification
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correctness rate may be obtained for the first level SVM
classifier, and 94.26% classification correctness rate may be
obtained for the second level SVM classifier. The actual
exemplar of vehicle passing event detection is shown in FIGS.
7A-7B. FIG. 7A shows a traffic image and two lanes 710-711
of interest set by the user, and lanes 710-711 include four
detection windows 701-704. For entry detection window 701,
the relation between the front-edge pixels (i.e., detection line
701a) and the time is taken into account to generate a tempo-
ral profile image 720, as shown in FIG. 7B, where x-axis is
time with origin 0 as current time and -t indicating the past.
The longer the distance to the origin, the longer ago the
information is. Y-axis is the pixel information of detection
line 701a at a specific time. If a vehicle passing event is
detected at that time, a color mark is placed on temporal
profile image 720 as a label; otherwise, the original pixel
color information of the detection line is kept.

When a vehicle passing event occurs at an entry detection
window, the feature point detection is performed in that entry
detection window as the basis for moving vehicle tracking.
The Harris vertex detection technology may be used to obtain
m Harris feature points with the maximum response in that
entry detection window. Harris vertex detection technology is
to observe the gray scale change in a rectangular area by
moving the rectangular area of within an image. The change
in the rectangular area may be one of the following three
types.

(1) Ifthe gray scale change is approaching flat in the moved
rectangular area, the gray scale value would show no obvious
change in the rectangular area no matter in which direction
the image moves, as shown in FIG. 8A. (2) If the rectangular
area moves in the image region having edge or line, a strong
gray scale change will be observed if the rectangular area
moves in the direction perpendicular to the direction of the
edge or line, as shown in FIG. 8B. When the rectangular area
moves to the right, the gray scale changes in the right part is
significant. (3) When the rectangular area moves in the image
region having feature point, any direction of movement will
cause great gray scale change in the rectangular area, as
shown in FIG. 8C. Whether the rectangular area moves up,
down, left or right, the great gray scale change can be
observed in the rectangular area.

Accordingly, after the rectangular area moves in each
direction, the sum of the changes can be expressed as equa-
tion (1):

EX,y = Z Wu,v|1x+u,y+v - u,vl (65)]
uy

where w, , is the defined rectangular area. If point (u,v) is
inside the rectangular area, w,, , is 1; otherwise, w,, ,is 0.1,
is the gray scale value of point(u,v) in the image, and x and y
are the movement displacement in X and y directions respec-
tively.

Equation (1) may be expressed as Taylor expansion and the
gradients of image [ in X and y directions may be estimated.
Then, equation (1) may be further simplified as:

E., = Ax* +2Cxy + By* 2

b A_BIZ 3_312 (9! aIy?
where A = (2] w0 5 = (5] Wi, € = (ﬁ](ﬂ] W

To reduce the impact of noise in the image, the binary w,,,
may be replaced by Gaussian function, and equation (2) may
be expressed as a matrix:

E ) Zay)” 3
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8
where Z is a 2x2 symmetrical matrix of gray scale change:
AC
Z= .
&3

Let k., and A, be the feature values of matrix Z. Based on the
values of A, and A, the following may be known: (1) if both
A, and A, are small, the gray scale change in the area is not
obvious; (2) if one of A and A, is large and the other is small,
either edge or line exists in the area; and (3) if both A; and A,
are large, gray scale change is also large in any direction the
area moves. In other words, feature point exists in the area.
Therefore, a gray scale change response function R(Z) may
be set to determine whether the point is a feature point:

R(Z) = det(Z) - k- trace’(Z) @)

=42 —k- (g +2,)?

where k is a constant, det(Z) is the determinant of matrix Z,
trace(Z) is the sum of the main diagonal of matrix Z. Through
the computation of R, the m points with the maximum
response within the entry detection window may be selected
as feature points, and a time stamp is assigned to the feature
points as the basis for subsequent tracking and grouping.

FIGS. 9A-9B show an exemplary schematic view of per-
forming feature point detection at the entry detection window,
consistent with certain disclosed embodiments. As shown in
the bird’s eye view in FIG. 9A, when the entry detection
window at the right vehicle lane detects a vehicle passing
event, shown as dashed line circle 910. The exemplary
embodiments may immediately use Harris detection technol-
ogy to detect three feature points, shown as three little squares
921-923 within entry detection window 920 of FIG. 9B. The
centers of squares 921-923 are the locations of three detected
feature points.

After the features points in the entry detection window are
detected, the exemplary embodiments may use optical flow
technology to estimate the locations of all the detected feature
points within the next frame of image. This is the feature point
tracking. The theory of tracking is described as follows.

Assume that the same feature point p, shows appearance
invariant in the image frames at time tand t+1, i.e., L (x,y)=],,
1(x+u, y+v), where (u,v) is the displacement vector of the
point. Through Taylor expansion, the above equation can be
expressed as:

)

al al
L+ u, y+v) = Ly (X, W+ —u+ —v
dx 9x

Because the point satisfies the appearance invariant charac-
teristic, equation (5) can be derived as:

0=k +uy+v)-L{x.y) ©)
~ l1 (6 y) + L+ Iy = L (x, )
~ (6, y) = L%, y) + L+ Iy

=L+ Lu+ 1y

where 1,=31/3t, 1,=81/3x and [, =31/3y.

Because a single equation (6) has two unknown variables u,
v, hence, assume that the neighboring points to the feature
point also have the same displacement vector and take the
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feature point as a center of nxn window, equation (6) can be
expanded as:

Lip)  Lipy) L(p1) M
Lp2)  Lip2) |[u L(p2)
Lpp) Ipo) h(p,2)

In this manner, the u and v of equation (7) may be solved by
the least square sum, i.e., the displacement vector of the
feature point, and further induce to obtain the location in the
next image frame. FIG. 10 shows an exemplary schematic
view of tracking the locations of all the detected feature points
in a plurality of temporal successive image frames, consistent
with certain disclosed embodiments. As may be seen from
FIG. 10, feature point tracking is done frame by frame, start-
ing with image frame 1020 at time, say t0, when entry detec-
tion 1010 is detected to have a vehicle passing event occur-
ring, followed by subsequent image frames 1021, 1022, 1023,
1024, and so on at time t0+1, t0+2, t0+3, t0+4, and so on,
continuously tracking the locations in these image frames.

Through feature point detection and tracking module, the
exemplary embodiments may find the feature points of a
moving car and track the movement. However, it is worth
noting that at this point, which car these feature points should
belong to is not known yet. Hence, the feature point grouping
module 440 of the exemplary embodiments uses a hierarchi-
cal feature point grouping architecture to merge the feature
points of the same car to obtain the tracking result of a single
vehicle. The hierarchical feature point grouping architecture
1100 is shown in FIG. 11, starting with feature points at the
lowest level, including a point level 1110, a group level 1120
and an object level 1130, wherein links exist between levels.

Feature point grouping module 440 operates between point
level 1110 and group level 1120 via merging and rejecting,
i.e., merging similar feature points and rejecting noise feature
points caused by erroneous estimation. Feature point group-
ing module 440 operates between group level 1120 and object
level 1130 using a merging strategy to merge the feature point
groups with motion consistency (MC) and spatial-temporal
consistency into a moving object, i.e., a single vehicle. The
operations at all levels include the point-level grouping,
group-level point rejection and group-level mergence, and are
described as follows.

In the point-level grouping operation, after the detection by
vehicle passing event detection module, the exemplary
embodiments may know whether a single image frame hav-
ing a car passing the entry detection window. If successive k
image frames all detect a vehicle passing event, k>1, the n
feature points p, detected in these k image frames may be
grouped and merged into a feature point group G, with a given
label. Feature point group G may be expressed as:

G={pxpli=12,...,n}

where x and y are the location of successively detected feature
point p, in an image frame of time t. Feature point group G
may be described with a two-dimensional Gaussian distribu-
tion N;(u,0%), ie., the distribution of feature point p,
wherein:

Hx 1¢
ﬂ_[ﬂy :|a/"(X_ ;;xiaﬂy—
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-continued
ox 0 1 ) 1 )
o= 4 . ,0x = ;(xi_ﬂx) , Oy = ;(yi_ﬂy)

Ifeach feature point can be stably tracked and every vehicle
passing event may be accurately and successively determined
when each vehicle passing the entry detection window, the
single vehicle tracking may be accomplished by tracking
each feature point. However, in actual application, not all the
feature points can be tracked stably and accurately, which
makes the failed feature points become noise to affect the
location and distribution of the feature point group. The
exemplary embodiments use the aforementioned group-level
rejection to solve this problem. In addition, when a vehicle is
divided into two groups because of the mistake made by
vehicle passing event detection module, the exemplary
embodiments use group-level mergence to solve this prob-
lem.

In group-level rejection operation, as shown in FIG. 12A
and FIG. 12B, the exemplary embodiments uses a Kalman
filter to track each feature point group of group level 1120,
where the motion model of the vehicle is assumed as constant
velocity and the state model of each feature point group G is
as:

X6=l 1y, O, Oy Ve 3]

with p, p, 0,, 0, as the mean and standard deviation of the
Gaussian distribution of feature point group G, and v, v, as
the vehicle velocity at x and y direction. The prediction and
update functions of Kalman filter are used as the basis for
feature point rejection.

InFIG. 12A, feature point group G includes seven detected
feature points 1201-1207 up to time t. Based on the measure-
ment prior to time t, Kalman filter is used to predict the state
at time t+1 and the prediction is updated according to the
measurement at time t=1. In FIG. 12B, at time t+1, the feature
points satisfying the following condition is considered as
outliers and is rejected according to Mahalanobis distance
(MD):

v-n)

A N2
x-p) N

A2
x

MDEE, px, ) =

6’2
y

where 3 is a threshold. In this example, after the prediction
and updating by Kalman filter, feature points 1205, 1207 of
group G detected at time t are considered as outliers 1215,
1217 and rejected at time t+1 after update, as shown in FIG.
12B.

In the group-level mergence operation, a car might be
divided into two or more feature groups because of the mis-
take made by vehicle passing event detection module. The
exemplary embodiments take the motion consistency
MC(G,, G,) and spatial-temporal consistency ST(G,,, G,) of
two neighboring groups G, and G, into account, and merges
these two groups into an object if the following condition is
satisfied:

WMC(G,, G)+(1-Ww)-ST(G, G >y
where w is a weight variable, y is a threshold set by the user.
The definition of MC and ST are described as follows.
When two feature groups actually belong to the same

vehicle, the trajectories of these two groups, for example,
shown as trajectory 1310 of group G,, and trajectory 1320 of
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group G, in FIG. 13, are consequentially similar. Therefore,
the cross correlation of the moving distances of these two
trajectories of two groups in the past duration n is computed
as the MC of the two groups as the following:

t . — . —
W —d)d —d,)
MC(G,, G,) = DL
no o,

i=t-n+l

where tis the current time, d’ is the moving distance between
time i-1 and i, d is the average moving distance of the trajec-
tory between two neighboring time points, and the standard
deviation o of average moving distance d is defined as the
following:

d' =y @ =) (- 1)
1 1

d=- d
IR

i=t-n+1

o= /l(di—E)z.
n

On the other hand, when two groups actually belong to the
same vehicle, the time of appearance and the spatial location
are consequentially close, which is the spatial-temporal con-
sistency. Spatial-temporal consistency ST(G,, G,) may be
obtained by the following equation:

FR(G,Gy), G(Gp, Gg) < Dy

ST(G,, Gy) =
(G- Gg) {0, otherwise

wherein for the temporal consistency, only two groups
appearing successively are considered, and distance constrain
condition is added. That is, if two groups belong to the same
vehicle, the Buclidean length D(G,,, G,,) must be less than a
maximum distance D,,,,., where FR is the foreground rate.

On the other hand, for spatial consistency, the description is
the distance between the two groups in the Euclidean space.
Theoretically, the closer the groups are, the higher probability
the two groups should be merged. However, in actual appli-
cation, the distance between two neighboring (i.e., front and
rear) cars in the lane may be smaller than the distance between
the two groups belonging to the same bus (i.e., the length of a
bus is longer). Therefore, if only the Fuclidean distance is
taken into account, the spatial consistency would be distorted.
Hence, the present exemplary embodiments replace the spa-
tial consistency of two groups with the foreground rate, as the
following:

Area(Foreground)

FR(G,, G)) = —————,
(Gp. Gg) Area(G,, G;)

where Area(G,, G,) is the area between G, and G, and
Area(foreground) is the area of the moving foreground.
Many conventional techniques are developed to determine
the foreground moving objects, such as, by constructing the
background model of Gaussian Mixture Model (GMM). One
of the exemplary embodiments obtains the front edge of the
detection line of the entry detection window to construct the
background model, uses the subtraction of the background
model of the current pixel group of the edge to determine
whether the any pixel on that edge belongs to a foreground
moving object, and uses GMM to realize. The construction of
GMM background model uses a multi-dimensional GMM to
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approximate the color distribution of each pixel of the edge on
the temporal axis. The multi-dimension refers to the three
components of R, G, B as the feature vectors of the model.
After the background model is constructed, each pixels of that
edge in each inputted image frame is compared to the corre-
sponding background model. If matching the background
model, the pixel is determined as belonging to background;
otherwise, as belonging to foreground moving object.

FIGS. 14A-14B show an exemplary schematic view of
foreground rate computation, consistent with certain dis-
closed embodiments. FIG. 14A shows an exemplary result of
a vehicle passing event detection, and FIG. 14B shows the
detection result of moving foreground and the computation
result of foreground rate, wherein D, ., is assumed to be 10 m.
For example, FR(G,,, Gs) is 0.28, FR(G,, Gy) is 0.96 and
FR(Gy, G,) is 0.01.

The conventional approach to compute the average speed
in a vehicle lane is to compute the time shift t with the
maximum correlation between the signals detected at the
entry point and the exit point after setting the detection win-
dow or detection line at the entry point and the exit point. The
time shift indicates the time required to move from the entry
point to the exit point in the current vehicle lane. The estima-
tion of average traffic time ATT, may be obtained by maxi-
mizing the following:

1 N-1
ATT, = argmlax I Z XExist (WX Entry (R — 1)
n=0

where N is the signal observation length, x ., (t) and x,,,,.(t)
are the signal information observed at time t at exit point and
entry point respectively. However, if the vehicles appearing at
a near constant frequency, such as, all the vehicles maintain
constant speed and constant distance, the maximization rule
may lead to local solution, resulting in erroneous estimation
of average traffic speed.

Therefore, the exemplary embodiments combine the
vehicle tracking information to solve the local solution prob-
lem to improve the accuracy of average traffic speed. FIGS.
15A-15B show an exemplary schematic view of average traf-
fic time estimation method, consistent with certain disclosed
embodiments. FIG. 15A shows cross-sectional views 1510,
1512 of entry detection window and exit detection window of
the vehicle lane, and FIG. 15B shows the signals detected at
the entry point and the exit point. The average traffic time
ATT, are obtained by the following:

ATT, = argmax(w; CC(t) + w2.5(1)), and
t

1 N-1

> Xrvis (X gy (2 = 1),

n=

ccw =5

i
_ N —
S = Mm;e ",

AOp = Omz — Oy,

where M is the number of vehicles co-exists in the historic
images of two detection windows, O,, 5., and O, .., are the
time at which the m-th vehicle appearing at the entry point
and the exit point respectively, w, and w, are the weight, O, ,
is the time stamp of the i-th tracking object in ROI k, CCT
represents the correlation of the observed signals at the entry
and exit detection windows, and S is the similarity of the
average vehicle traffic time. In other words, the exemplary
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embodiments combine the correlation of the observed signals
at the entry and exit detection windows with the similarity of
the average vehicle traffic time on the lane to estimate the
average speed on the vehicle lane.

For the test result on a smooth traffic video, FIG. 16 com-
pares the aforementioned two methods of estimating average
speed, with x-axis as time and y-axis as the estimated average
speed. Curve 1610 is obtained by conventional ATT, equation
and curve 1612 is obtained by ATT, of the disclosed exem-
plary embodiments. As may be seen from FIG. 16, during
26-36 second, the conventional method of using observation
correlation generates unstable and erroneous estimation, but
the disclosed exemplary embodiments provide stable estima-
tion by combining vehicle tracking in estimation. In other
words, the disclosed exemplary embodiments improve the
stability of average speed estimation with temporal correla-
tion of entry and exit detection windows by using the vehicle
tracking result.

With the operations of vehicle passing event detection
module 420, feature point detection and tracking module 430
and feature point grouping module 440, and the stability of
temporal correlation analysis of entry and exit detection win-
dows, traffic parameter estimation module 450 may provide a
variety of traffic parameter estimations, such as, vehicle
count, traffic flow density, safety distance detection, single
vehicle speed detection, lane change event detection, (shoul-
der) parking, average speed, and so on, with more stable and
accurate result. The following describes these various traffic
parameter estimations.

The disclosed exemplary embodiments may use the
vehicle passing event detection module to count the number
of'vehicles in a vehicle lane. Through the use of feature point
grouping module, the disclosed exemplary embodiments
may effectively improve the accuracy of counting. The
vehicle passing frequency may also be obtained by the
vehicle passing event detection module, and the traffic flow
density D may be computed as N /N, where N is the time
length that the system configures to record the observation
history and N is the total time of the vehicle passing events
during N. The vehicle passing event detection module may
also be used to compute the distance between two vehicles,
that is, to determine whether the two successive vehicles
maintain a safety distance. Feature point detection and track-
ing module 430 and feature point grouping module 440 may
be used to determine the time at which the vehicle appears at
the entry detection window and the exit detection window,
and in combination with the distance between the two detec-
tion windows, the vehicle speed may be computed. With
vehicle tracking, when the trajectory of the vehicle crosses the
separation line between two vehicle lanes, a vehicle lane
change event is triggered. With vehicle tracking, if the vehicle
does not move forward as time passes, a parking event is
triggered. With the temporal correlation analysis of the entry
and exit detection windows, the average speed of the vehicle
lane may be computed and the accuracy of average lane speed
may be improved.

FIG. 17 shows an exemplary flowchart of an image-based
detecting method for traffic parameters, consistent with cer-
tain disclosed embodiments. Referring to FIG. 17, this
method first sets a range on a vehicle lane for surveillance,
and sets an entry detection window and an exit detection
window in the vehicle lane, as shown in step 1710. In step
1720, the image information captured at the entry detection
window is used to detect whether an event of a vehicle passing
occurs, and when an event of a vehicle passing is detected at
the entry detection window, a plurality of feature points are
detected in the entry detection window, and track the plurality
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of detected feature points hereafter. Then, the feature points
belonging to the same vehicle are grouped to obtain at least a
location tracking result of a single vehicle, as shown in step
1730. When the tracked single vehicle moves to the exit
detection window, at least a traffic parameter is estimated
according to the location tracking result and the temporal
correlation through estimating the information captured at the
entry detection window and the exit detection window, as
shown in step 1740.

The disclosed exemplary embodiments may also be imple-
mented with a computer program product. As shown in FIG.
18, computer program product 1800 at least includes a
memory 1810 and an executable computer program 1820
stored at memory 1810. The computer program may be
executed by a processor 1830 or a computer system to per-
form steps 1710-1740 of FIG. 17. Processor 1830 may further
includes vehicle lane ROI setting module 410, vehicle pass-
ing event detection module 420, feature point detection and
tracking module 430, feature point grouping module 440 and
traffic parameter estimation module 450 to execute steps
1710-1740 to estimate at least a traffic parameter 452. Pro-
cessor 1830 may use or further include an image capturing
device to continuously capture a plurality of lane image
frames.

In summary, the disclosed exemplary embodiments pro-
vide an image-based detecting technique for traffic param-
eters, including an image-based detecting system and method
for traffic parameters and a computer program product
thereof. Under the virtual wire detection method architecture,
the disclosed exemplary embodiments provide a technique
for feature point detection, tracking and grouping so as to
have a single vehicle tracking capability and effectively esti-
mate a plurality of traffic parameters. For example, through
hierarchical feature point grouping, the accuracy of vehicle
count and tracking may be improved, and the stability of
average speed by temporal correlation analysis at detection
windows is also improved. The traffic parameter estimation
technique may be used for traffic surveillance, and real-time
computing related traffic parameters, such as, vehicle detec-
tion, vehicle counting, single vehicle speed estimation, traffic
flow density and illegal lane change, and so on.

Although the present invention has been described with
reference to the disclosed exemplary embodiments, it will be
understood that the invention is not limited to the details
described thereof. Various substitutions and modifications
have been suggested in the foregoing description, and others
will occur to those of ordinary skill in the art. Therefore, all
such substitutions and modifications are intended to be
embraced within the scope of the invention as defined in the
appended claims.

What is claimed is:

1. An image-based detecting system for traffic parameters,

comprising a processor which further includes:

a vehicle lane region of interest (ROI) setting module,
setting a monitored range on a vehicle lane, and setting
an entry detection window and an exit detection window
on said vehicle lane;

a vehicle passing event detection module, detecting
whether a vehicle passing event has occurred by using
image information captured at said entry detection win-
dow;

a feature point detection and tracking module, detecting a
plurality of feature points detection detected within said
entry detection window when a vehicle passing event is
being detected, and for tracking said plurality of
detected feature points by time;
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a feature point grouping module, grouping a plurality of
feature points to obtain a location tracking result of a
single vehicle; and

a traffic parameter estimation module, when a tracked

single vehicle moves to said exit detection window, said
traffic parameter estimation module estimating at least a
traffic parameter according to said location tracking
result of said single vehicle and by estimating temporal
correlation of information captured in said entry and
said exit detection windows;

wherein said feature point grouping module uses a hierar-

chical feature point grouping architecture to group fea-
ture points belonging to a same vehicle to obtain said
location tracking result of said single vehicle, and said
hierarchical feature point grouping architecture
includes, from bottom to top, a point level, a group level
and an object level, said feature point grouping module
merges similar feature points and rejects erroneous
noise feature points between the point level and the
group level, and merges groups with motion consistency
and spatial-temporal consistency into a moving object
between the group level and the object level.

2. The system as claimed in claim 1, said system further
includes an image capturing device for continuously captur-
ing a plurality of lane images.

3. The system as claimed in claim 1, wherein said vehicle
passing event detection module obtains an image template at
said entry detection window at each time point, extracts a
plurality of statistically significant feature points from each
image template and uses a support vector machine (SVM)
classifier to classify the obtained image templates into three
different classes including vehicle, shadow and road.

4. The system as claimed in claim 3, wherein said plurality
of statistically significant feature points include at least three
gray scale based features and two edge based features.

5. The system as claimed in claim 3, wherein said SVM
classifier includes at least a first level SVM classifier and a
second level SVM classifier, said first level SVM classifier
divides said obtained image templates into road or non-road
image templates, and said non-road image templates are fur-
ther divided by said second level SVM classifier into vehicle
and shadow.

6. An image-based detecting method for traffic parameters,
applicable to a traffic parameter detecting system, said
method comprising:

setting a monitored range on a vehicle lane, and setting an

entry detection window and an exit detection window in
said vehicle lane;

detecting whether an event of a vehicle passing occurs by

using image information captured at said entry detection
window, and when said event of a vehicle passing is
detected at said entry detection window, detecting a
plurality of feature points in said entry detection window
and tracking said plurality of feature points being
tracked hereafter;

grouping said feature points belonging to a same vehicle to

obtain at least a location tracking result of a single
vehicle; and

estimating at least a traffic parameter when said single

vehicle moves to said exit detection window, according
to said location tracking result and temporal correlation
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through estimating information captured at said entry
detection window and said exit detection window
wherein said method groups feature points belonging to a
same vehicle to obtain said location tracking result of
5 said single vehicle by using a hierarchical feature point
grouping architecture, and said hierarchical feature
point grouping architecture includes, from bottom to
top, a point level, a group level and an object level, said
method merges similar feature points and rejects erro-
neous noise feature points between said point level and
said group level, and merges groups with motion con-
sistency and spatial-temporal consistency into a moving
object between said group level and said object level.
7. The method as claimed in claim 6, wherein operations
between levels of said hierarchical feature point grouping
architecture include point-level grouping, group-level rejec-
tion, and group-level mergence.
8. The method as claimed in claim 7, wherein said point-
level grouping further includes:
when a vehicle passing event is detected in a plurality of
successive image frames, grouping a plurality of feature
points detected by said plurality of successive image
frames into a feature point group.
9. The method as claimed in claim 7, wherein said group-
level rejection further includes:
tracking each feature point group of said group level
through a Kalman filter; and
rejecting a feature point by using prediction and updating
capabilities of said Kalman filter and by using a distant
equation condition as a basis.
10. The method as claimed in claim 7, wherein said group-
level mergence further includes:
taking motion consistency MC(G,, G,,) and spatial-tempo-
ral consistency ST(G,,, G,) of two neighboring groups
G,, G, into account; and
a condition for merging groups G, and G, into an object
being:
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wherein w is a weight variable, and y is a threshold set by
a user.
11. The method as claimed in claim 10, wherein said
group-level mergence further includes:
computing cross correlation of moving distances of trajec-
tories of two groups G, G, during a past duration as
MC(G,, G).
12. The method as claimed in claim 10, wherein said
group-level mergence further includes:
expressing ST(G,, G,) as a foreground rate FR(G,, G,),
and said foreground rate FR(G,, G,) being equal to
(foreground area)/(area between G, and G,).
13. The method as claimed in claim 6, wherein said method
further includes:
combining correlation of signals observed at said entry and
said exit detection windows and similarity of average
vehicle traffic time of said vehicle lane to estimate aver-
age speed on said vehicle lane.
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